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Hot Selling
Mixed Flow Duct Fan

=8 Year Warrantry
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Casing is made by urable
flameresistant material

External rotor motor using
imported ball bearing,
long working life over

50,000 hours

Hydromechanics impeller
to reach the optimal
airflow and air pressure

Special design plastic clips
to easy dismounting
and maintenance

IP44 Protection class, Waterproof & Dustproof
Operating temperature range: -20 C~ 60 C
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A | 6B | D E I G X H
W100-01 | 3040 |®178.0|298.0 | 600 | 80.0 |123.0 | 1010 | 1285

W130-01 | 313.0 |@200.0| 21490 605 | 740 |130.0 | 1085 | 1385
W200-01 | 307.0 |g220.0/ 91980 74.0 | 60.0 | 165.0| 1275|1495

Performance Parameter

Specification
Model |Speed
Voltage/ | Current Power Speed | Airflow | Air Pressure | Noise Net Weight
Frequency | (Amps) (VV) (RPM) | (m3/h) (Pa) (dB) (kgs)
H 0.13 30 2450 280 205 31
230V/50Hz
W100-01) m 0.13 27 2050 235 144 28 1:2
120V/60Hz
L 0.12 25 1650 188 93 26

Performance Curves

qv: Air volume in m*h and m?/s.

psf.Static pressure in mmWG and Pa.

Dry air at 20 C and 760mmHg.

Performance data in accordance with ISO 5801 and AMCA 210-99 standards.
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Product Core Technology

External Rotor Motor

/' Thicker stator |
Ensure high-speed |
| Pure copper wire | | GPEIr?aﬂun ..-'
| Usingimported | |, Anti-oxidation & | |
| NMB ball bearing, .' Moisture-resistance

| long working life
| over 50 000hours

&

Low Noise  Energy-Saving ¢
L

High Air Volume  High Air Pressure  Waterproof = Fireproof

Installation Scenarios

Home Installation

Laundry room Bathroom

Engineering Design & Installation

Company

Hydroponics / Greenhouse

Exhaust Fan
.‘@ \ w—

Installed In Series Parallel Installtion
to increase wind pressure, to increase the wind volume,
which can be accessed longer pipeline. can reduct the host height required space,




